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PALETTI DA  
GIARDINO

GARDEN  
POLES

Un classico elemento luminoso rivisitato 
in chiave contemporanea. Progettato per 
illuminare verso il basso, CANTHARELLUS si 
presta eccellentemente per vialetti, percorsi e 
spazi intimi nei giardini.  
Grazie ai LED studiati nel disco superiore 
P�IƾGMIR^E�PYQMRSWE�ʢ�EPXE�I�FIR�SXXMQM^^EXE�
per entrambe le dimensioni disponibili. 
CANTHARELLUS si abbina alle tre altezze 
del palo GOCCIA ILLUMINAZIONE o come 
lampada da montare con raccordo su palo  
Ø 60 mm.

A classic lighting element revisited in a 
contemporary way. Designed to illuminate 
downwards, CANTHARELLUS is particularly 
suitable for gardens, paths and intimate spaces 
outdoors.  
Thanks to the LEDs studied in the upper 
HMWG��XLI�PYQMRSYW�IƾGMIRG]�MW�LMKL�ERH�
well optimized for both available sizes. 
CANTHARELLUS can be combined with the 
three heights of the GOCCIA ILLUMINAZIONE 
pole or as a lamp to be mounted with an 
adaptor on a Ø 60 mm pole.

POLES
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CANTHARELLUS

Coperchio convesso
La particolare forma del coperchio evita il 
VMWXEKRS�HIPPƅEGUYE�

Pali in alluminio
Pali lisci in alluminio estruso. Disponibili in 3 
altezze: 375, 800 e 1875 mm. CANTHARELLUS 
Ø 150 è consigliato per installazione sui pali di 
altezza 375 mm; CANTHARELLUS Ø 200 per 
pali da 800 o 1875 mm.

Struttura
Parte superiore e scocca in lega di alluminio 
primario a basso tenore di rame. Coppa 
di protezione in policarbonato trasparente 
satinato. Cono interno in alluminio 
ERXMVMƽIWWS�

Adattatore per pali Ø 60 mm
+PM�ETTEVIGGLM�'%28,%6)0097�TSWWSRS�IWWIVI�MRWXEPPEXM�I�ƼWWEXM�QIHMERXI�
uno speciale raccordo anche su qualsiasi palo di mercato di Ø 60 mm.

Distribuzione della luce
Il posizionamento della scheda LED consente di direzionare la luce 
ZIVWS�MP�FEWWS��VMHYGIRHS�EP�QMRMQS�PE�HMWTIVWMSRI�ZIVWS�PƅEPXS�

Adaptor for Ø 60 mm poles
'%28,%6)0097�GER�FI�MRWXEPPIH�ERH�Ƽ\IH�SR�ER]�X]TI�SJ������QQ�TSPI�
available on the market by a very simple adaptor.

Light distribution
The position of the LED module allows for directing the light 
downwards, minimising upward light dispersion.

Rounded cover
8LMW�TVSƼPI�EZSMHW�[EXIV�WXEKREXMSR�

Aluminium poles
)\XVYHIH�EPYQMRMYQ�WQSSXL�TSPIW��8LVII�
heights available: 375, 800 and 1875 mm.  
CANTHARELLUS Ø 150 version is 
recommended for 375 mm poles and the  
Ø 200 version for 800 or 1875 mm poles.

Structure
Upper part and body made of primary 
aluminium alloy with low copper content. 
Clear satin polycarbonate diffuser. Anti-glare 
aluminium internal cone.

Il corpo lampada è dotato di 2 bocchettoni PG9 
TIV�GSRWIRXMVI�PƅEPMQIRXE^MSRI�TEWWERXI�

The lamp body is provided with 2 inlets PG9 for 
through wiring.
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CANTHARELLUS
Pali da giardino / Garden poles

CORPO LAMPADA / LIGHT BODY Ø 150 mm

CORPO LAMPADA / LIGHT BODY Ø 200 mm

Code Lamp W Lm LED Real Lm Beam

5521 GR - graphite 
3K - 3000 K
4K - �����/

LED 10 1150 863 diffuse

Modulo LED a tensione di rete, compatibile con dimmer a taglio di fase /  
Mains voltage LED module, compatible with most phase-cut dimmers

Code Lamp W Lm LED Real Lm Beam

5522 GR - graphite 
3K - 3000 K
4K - �����/

LED 20 2300 ���� diffuse

Modulo LED a tensione di rete, compatibile con dimmer a taglio di fase /  
Mains voltage LED module, compatible with most phase-cut dimmers

PALI / POLES

RACCORDO PER PALI STANDARD / ADAPTOR FOR STANDARD POLES Ø 60 mm

Code Description

5506 Raccordo in alluminio primario pressofuso, adattabile a qualsiasi palo Ø 60 mm / Adaptor in die-cast primary aluminium, to be installed 
on any pole Ø 60 mm

PIASTRE TIRAFONDI / PLATES WITH ANCHORING SET

Code Description Ref. to

5518 4MEWXVE�MRS\�GSR�XMVEJSRHM�TIV�ERGSVEKKMS�EP�XIVVIRS / Stainless steel plate with ground anchoring set
GSHI�����
GSHI�����

5519 4MEWXVE�MRS\�GSR�XMVEJSRHM�TIV�ERGSVEKKMS�EP�XIVVIRS / Stainless steel plate with ground anchoring set GSHI�����

Code H Description

3401

GR - graphite 

375 mm Palo liscio in alluminio estruso, comprensivo di basetta interna di ancoraggio in 
alluminio pressofuso���7QSSXL�TSPI�MR�I\XVYHIH�EPYQMRMYQ�[MXL�MRGSVTSVEXIH�
MRXIVREP�Ƽ\MRK�FEWI�MR�HMI�GEWX�EPYQMRMYQ3402 800 mm

3403 1875 mm
Palo liscio in alluminio estruso, comprensivo di base esterna in alluminio  
forgiato���7QSSXL�TSPI�MR�I\XVYHIH�EPYQMRMYQ�[MXL�MRXIKVEXIH�I\XIVREP�KVSYRH�
Ƽ\MRK�FEWI�MR�JSVKIH�EPYQMRMYQ

Accessori / Accessories
CANTHARELLUS
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Products CANTHARELLUS CANTHUS I-MAGO I-LUX I-DEA

Lampshades - - - -

Light bodies

Arms - - - -

Poles

H 800 H 375 H 1875
H 3000

H 800H 375H 800 H 375 H 800 H 375

Plates 
with anchoring set
Spike

-

Sistema completo per pali / Complete system for poles
PALI Ø 60 - 76 mm


